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ODHËCO

Ltah Division of Oil, Gas & Mining
3 Triad Center, Suite 350
Salt Lake City, UT 84180-1203
Attn: Tammi Senring

Re: PG & E Resources Company
#13-36B State
SW SW Sec. 36, T9S - RI9E
Uintah County, Utah

Dear Tammi,

Enclosed please find three copies of the Application for Permit to Drill on the above
mentioned location along with one copy of the Surface Use Plan which has been filed with
the BLM in Vernal, Utah. Please note that a copy of the approved water permit is also
attached.

As you will note, this location is located on F ral Surface/State Minerals. Please
contact me at your earliest convenience if you shoul quireadditionakinformation.

Please forward approved copies of this application to Mr. Jim LaFevers at the
following address:

PG & E Resources Company
5950 Berkshire Lane, Suite 600

Dallas, TX 75221
Attn: Jim LaFevers

Thank you for your cooperation.

Sincerely,

PERMITCO INC.

Lisa L. Smith
Consultant for:
PG & E Resources Company

Enc.
cc: PG & E Resources - Dallas, TX

PG & E Resources - Vernal, UT
PIC Technologies - Denver, CO

Perrnitco Incorporatect
A Petroleum Mrmitting Company

NO
13585 Jackson Drive Denver Colorado 80241 (303) 452-8888 HI
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PG & E Resources Company proposes to drill a well to 7000' to test the Wasatch and Lower
Green River formations If productive, casing will be run and the well completed. If
dry, the well will be plugged and abandoned as per State of Utah requirements

See additional drilling information attached

(Note. Th3s well 3s located on State Minerals/Federal Surface)

See Surface Use Plan and Water Permit attached

CONFIDENTlAL DIVISIONOF
OILGAS&MINING

IN AIJDVL NPALL DENLJilJih PifDPONFF) PJint.fiAtt ff prop<nti to <ttry,n or rifery I «A yne <futa ora µrtant lirurluttite zone anal vinpostsi non Ur;
luttite zont lf µroposal is to IIril on «k,ticr lirection 11> List p. tu nt slo a en sul klafva luention,. un«l rnemi.orrl uni trua me:Lien) •hnths une Monoul

luttentet µiogiorn if lin)

Consultant for
PG & E Resources Company 7/14/92

•See instruchons On Reverse



PG&E RESOURCES COMPANY
Well locatlon, #13-368 STATE, located as

TOS, RiBE, S.L.B.&M. s°*",'"Ethe SW 1L4UnWtalh CountS oanh.36,

BASIS OF ELEVAT10NNO9°33'W
- 81 36 (GLO )

I SPOT ELEVATIONAT THE NORTHWESTCORNER OF
SECilON 36, T9S, R19E, S.L B &M TAKEN
FROM THE BIG PACK MTN.NW QUADRANGLE,UTAH,
UINTANCOUNTY,7,5 MINUTEQUAD, (TOPOGRAPHIC
MAP) PUBLISHED BY THE UNITED STATES DEPARTMENT
OF THE INTERIOR, GEOLOGICAL SURVEY SAID
ELEVATlON IS MARREDAS BEING 4778 FEET

36 i a . !
1988 Bress

SCALE

CERTIFICAT 11

THIS IS TO CERTIFY THAl NIE AB AS•P OM
FIELD NOTES OF ACTUAL SUlt Ag Y ME OR- SUPEAVISION AND THAT YtE AAE TRUE AND C THE
BESTOF MYKNOM£OCEANit

EGilTERED L SURVEYCÑ
//J--J68 S1A 7E insmAno o. 570

Elem Ungraded Ground =
_4&'

'
,'" y

INTAH ENGINEERING A ANan VEYRIG

tass are Na258'W - GL 0 (Basis of Beorings) Isss eres SB9'58'W - 40 20 (GLO ) 66 SOUTH 200 FAST - VERNAla UTAN 84078
cm

2665.94' (Measured)
c4 (801) 789-1017

LEGEND: SCALE DATE SURWYED: DATE ORAMN:
1" =

1000° 6-16-92 6-17-92
90 SYMBOL PARTY REFERENCES

PROPOSED WELLHEAD J F. Oc JLG GL 0. PLAT
WEATHER FILEA = SEC710N CORNERS t OCATED (Ðrass Cops) COI D PGkE



CONFIDENTIAL - TIGHT HOLE

EJUL1 7 1992
(STATE MINERALS/FEDERAL SURFACE)

DIVISIONOF
OILGAS&MINING

#13-368 STATE
618' FSL and 650' FWL

SW SW Sec. 36, T9S - R19E
Lintah County, Utah

Prepared For:

PG & E RESOLRCES COMPANY

By:

PERMITCO INC.
13585 Jackson Drive

Denver, Colorado 8024]
303/452-8888

Copies Sent To:

3 - Division of Oil, Gas & Mining
3 - BLM - Vernal, Utah (Surface Lse Plan Only)
1 - PG & E Resources Co. - Vernal, I tah
3 - PG & E Resources Co. - Dallas, TX
1 - PIC Technologies - Denver, CO

Imitco

Perrnitco Incorporgted
A Petroleum Fermmmg



Application for Permit brill
PG & E Resources Company CONFIDENTIAL - TIGHT HOLE
#l3·36B State Page 1
618' FSL and 650' FWL
SW SW Sec. 36, T9S - Rl9E
Uintah County, Utah

The proposed well is located on State Minerals and Federal Surface. A surface use
plan has been prepared as required by the Bureau of Land Management. A copy
has been attached for your review. All other drilling information pertaining to this
well is shown below.

l. Formation Tops

The estimated tops of important geologic markers are as follows:

Formation Depth
Uinta Surface
Green River 715'
Basal Limestone 4940'
Wasatch 5077'
Chapita Wells 1 5797'
Chapita Wells 2 5964'
Chapita Wells 3 6165'
Chapita Wells 4 6468'
Uteiand Buttes 6781'
T.D. 7000'

2. Casing Program

The proposed casing program win' be as follows:

Purpose Depth Hole Size O.D. Weight Grade
Surface 0-400' 12-1/4" 8-5/8" 24# K-55
Produc. 0-7000' 7-7/8" 4-l/2" 11.6# N-80

Casing design subject to revision based on geologic conditions encountered.

Permitco Incorporated



Application for Permit m&rill
PG & E Resources Company CONFIDENTIAL - TIGHT HOLE
#l3-36fi State Page 2
618' FSL and 650' FWL
SW SW Sec. 36, T9S - R19E
Uintah County, Utah

3. Cement Program

The cement program will be as follows:

Surface Tope and Amount
0-400' 170 sx Class "A" cement or sufficient

solume to circulate to surface.

Produ.ction Tape and Amount
Approx. 630 sa Class "G" with 4%
T3)riftyLite + 3% salt, + 3.0 PPS CSE +
.25 PPS Cello-Scal + 5 PPS Gilsonite
(sield 3.61 & 11.0 ppg) and 1249 sx (50-
50) Poz + 2% Gel + 0.6% CF-2 + 0.2%
TF-4 (1.28 Yield 14.1 ppg) or sufficient to
circulate to 4800' minimum.

4. Drilling Fluids

The proposed circulating mediums to be employed in drilling are as follows:

Interval Mud Tvpe
.\fud Wt. Visc. PH

0-7000' Water/Gel-KOH 8.4-8.7 20-40 9

5. Testine, Logging and Coring

The anticipated type and amount of testing, logging and coring are as follows:

a. One drill stem test is possible after log evaluation. A straddle test may be
run in the Green River formation.

b. The logging program will consist of a DIL-SFL-SP-GR and an SDL-DSN-GR-
CAL will be run from T.D. to base of surface casing.

GImitcO
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Application for Permit Urill
PG & E Resources Company CONFIDENTIAL - TIGHT HOLE
#13-36B State Page 3
618' FSL and 650' FWL
SW SW Sec. 36, T9S - RI9E
Uintah County, Utah

c. No cores are planned, however, after log evaluation, a rotary sidewall core is
possible.

6. Spud Date/Drilline Time

a. Drilling will commence immediately upon approval of this application.

b. It is anticipated that the drilling of this well will take approximately 18-20
dais.

7. Road Use/Water Source

See Surface Lse Plan attached.

8. Archeological Survev

See Surface Use Plan attached.

9. Wellsite Lasout

See Surface Ese Plan and Diagrams attached.

10. BOP Requirements

PG & E's minimum specifications for pressure control equipment are as follows:
Ram Type: 10" Hydraulic double with annular, 3000 psi w.p.

Ram type preventers and associated equipment shall be tested to approved stack
working pressure if isolated by test plug or to 70 percent of internal yield pressure
of casing. Pressure shall be maintained for at least 10 minutes or until requirements
of test are met, whichever is longer. If a test plug is utilized, no bleed-off pressure

Permitco Incorporated
A Fetroleum F¾rtm ting



Application for PermitTTDrill
PG & E Resources Company CONFIDENTIAL - TIGHT HOLE
gl3-36B State Page 4
618' FSL and 650' FWL
SW SW Sec. 36, T9S - R19E
Uintah County, Utah

is acceptable. For a test not utilizing a tesL PIUg, if a dícline in pressure of more
than 10 percent in 30 minutes occurs, the test shall be considered to have failed.
Valve on casing head below test plug shall be oper during test of BOP stack.

Annular type preventers (if used) shall be tested to 50 percent of rated working
pressure. Pressure shall be maintained at least 10 minutes or until provisions of test
are met, whichever is longer.

As a minimum, the above test shall be performed:

a when initially inst-.' J;
b. Lhenever any seal subject to test pressure is broken
c following related repairs; and
d. at 30-day intervals

Valscs shall be tested from working pressure side dunng BOPE tests with all down
aticam valves open.

When testing the kill line valve(s) the check valve shall be held open or the ball
removed.

Annular preventers shall be functionally operated at least weekly.

Pipe and blind rams shall be activated each trip, howeier, this function need not he
performed more than once a day.

A BOPE pit level drill shall be conducted weekly for each drilling crew.

Pressure tests shall apply to all related well control equipment.

All of the above described tests and/or drills shall be recorded in the drilling log.

BOP systems shall be consistent with API RP53. Pressure tests will be conducted
before drilling out from under casing strings which hate been set and cemented in
place. Blowout preventer controls will be installed prior to drilling the surface
casing plug and will remain in use until the well is completed or abandoned.

BImitCO
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Application for PermitWDrill
PG & E Resources Company CONFIDENTIAL - TIGHT HOLE
#13-368 State Page 5
618' ¥SL and 650' FWL
SW SW Sec. 36, T9S - R19E
Cintah County, Utah

Preventers will be inspected and operated at least daily to ensure good mechanical
working order, and this inspection will be recorded on the daily drilling report.
Preventers will be pressure tested before drilling casing cement plugs,

a. 'I he size and rating of the BOP stack is shown on the attached diagram.
Although a rig has not been chosen to drill this well, most of the equipment
for this depth of hole in the aren use a 10", 3000 psi working pressure
blowout preventor.

b. A choke line and a kill line are to be properly installed. The kill line is no_t
to be used as a fill-up line.

c. The accumulator system shall have a pressure capacity to provide for
repeated operation of hydraulic preventers.

d. Drill string safety valve(s), to fit all tools in the drill string, are to be
maintained on the rig floor while dr illing operations are in progress.

11. Anticipated Pressures

a. The expected bottom hole pressure is 3600 psi.

b. No hydrogen sulfide gas or abnormal pressurt are anticipated.

61TDifCO
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SURFACE USE PLAP CONWNTIAL - TIGHT HOLE
PG & E Resources Company
#13-368 S_tate
618' FSL and 650' FWL
SW SW Sec. 36, T9S - RJ9E
Uintah County, Utah Page 1

SURFACE USE PLAN
(Federal Surface/State Minerals)

1. Existing Roads

a. The proposed well site is located approximately 9 miles southwest of
Ouray, Utah.

b. Directions to the location from Ouray, Utah are as follows:

From Ouray proceed south on the Seep Ridge Road (County Road) for
2.6 miles. Turn right onto an existing oilfield road and proceed 3.1 miles
in a southwesterly direction to a fork in the road. Turn left and proceed
south 1.9 miles. Turn right and proceed approximately 1.6 miles staying
south. Turn left onto new access road (flagged) and proceed
approximately 3/10 mile to the location.

c. For location of access roads within a 2-Mile radius, see Maps A & B.

d. Improvement to the existing access will not be necessary.

e. AII existing roads will be maintained and kept in good repair during all
drilling and completion operations associated with this well.

f. Existing roads and newly constructed roads on surface under the
jurisdiction of any Surface Managing Agency shall be maintained in
accordance with the standards of the SMA.

2. M Access Roads

a. Approximately 3/10 mile of new access road will be required. Appropriate
water control will be installed to control erosion.

b. The maximum grade will be approximately 8% for a short distance.

c. No turnouts are planned.

'JUL1 7 M
too
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SURFACE USE PLAP CONNEIFENTIAL - TIGHT HOLE
PG & E Resources Company
#13-36B State
618' FSL and 650' FWL
SW SW Sec. 36, T9S - R19E
Uintah County, Utah Page 2

d. One portion of the access road will be constructed along a rocky side hill.
Uintah Engineering and Land Surveying will be contacted prior to
construction of the access road so that they can meet with the dirt
contractor.

e. One low water crossing will be required as shown on Map "B".

f. The access road was conterline flagged at the time of staking.

g. Surfacing material may be necessary depending on weatherconditions,

h. No cattleguards will be necessary.

i. Surface disturbance and vehicular travel will be limited to the approved
location and approved access route. Any additional area needed will be
approved in advance.

j. Access roads and surface disturbing activities will conform to standards
outlined in the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for Oil and Gas Exploration
and Development. (1989).

k. The road will be constructedlupgraded to meet the standards of the
anticipated traffic flow and all weathc: road requirements.
Construction/upgrading shall include ditching, draining, graveling, crowing
and capping the roadbed as necessary to provide a well constructed safe
road. Prior to upgrading, the road shall be cleared of any snow cover and
allowed to dry completely. Traveling off the 30 foot right-of-way will not
be allowed. Road drainage crossings shall be of the typicaldry creek
drainage crossing type. Crossings shall be designed so they will not cause
siltation or accumulation of debris in the drainage crossing nor shall the
drainages be blocked by the roadbed. Erosion of drainage ditches by
runoff water shall be prevented by diverting water off at frequent intervals
by means of cutouts. Upgrading shall not be allowed during muddy
conditions. Should mud holes develop, they shall be filled in and detours
around them avoided.

Permitco Incorporgted
A Feiroleum Permilung



Sl'RFACE l',E PLA CONmmENTIAL - TIGIIT HOLE
PG & E Resources Company
#13·3611State
618' FSL and 650' FWL
SW SW Sec. 36, '19S - Rl9E
Uintah County, Utah Page 3

f. A right of way application (SF 2-99) is enclosed for use of the wellpad and
access road. This location is located on federal surface with state minerals,

3. Location of Existing Wells Within a 1-Mile Radius of the Proposed Location.
(See Map #10.

a. Water wells -none

b. Injection nells -one

c. Producing wells - two

d. Drilling wells - none

e. Shut-in wells - none

f. Dry Hole - two

g. Disposal/Injection wells - one

4. Location of Tank Batteries and Production Facilities.

a. All permanent structures (onsite for six months or longer) constructed or
installed (including oil well pump jacks) will be painted Desert Brown
(10YR6/3). All facilities will be painted within six months of installation.
Facilities required to comply with the Occupational Safety and Health Act
(OSHA) will be excluded. The required paint color is Desert Brown.

b. If storage facilities/tank batteries are constructed on this lease, the
facility/battery or the wellpad shall surrounded by a containment dike of
sufficient capacity to contain at a minimum, the entire content of the
largest tank within the facility/battery, unless more stringent protective
requirements are deemed necessary by the authorized officer.

c. A Sundry Notice will be submitted showing placement of all production

Fermitco Incorporgted
Aktreleum Nrrruttog



SURFACE USE PLAi CONIWENTIAL - TIGIIT IIOlÆ
PG & E Resources Co...,,...
#13-368 State
618' FSL and 650' FWL
SW SW Sec. 36, T9S - Rl9E
Uintah County, Utah Page 4

facilities prior to construction.

d. The author'zation for use of the tank battery site will be subject to
appropriate rental or other f1nancial obligation as determined by the
authorized officer.

e. Any necessary pits will be properly fenced to provem any wildiffe entry.

f. All access roads will be maintained as necessary to prevent erosion and
accommodate year-round trafr

g. The road will be maintained in a safe useable condition.

5. Location and Tvpe of Water Supply

a. All water needed for drilling purposes will be obtained from an
Underground Water Well which is located in Section 32, T4S - R3E, (in
Ouray) Cintah County, Utah.

b. Water will be hauled to location over the roads marked on Maps A and ß.

c. No water well is to be drilled on this lease.

d. A copy of the approved water permit is attached.

6. Source of Construction Material

a. Surface and subsoil materials in the immediate area will be utilized.

b. Any gravel used will be obtained from a commercial source.

c. The use of materials under BLM jurisdiction will conform with 43 CFR
3610.2.3. Construction material will not be located on lease.

d No construction materials will be removed from Federal land.

GImitCO
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Si RF\f El RF PI.A CONillWENTIAL - TIGHT HOLE
Pf, & F Re .ources f omp:my
lif.L.Mß State
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SW SW Sec. ¼. (98 - R Igr,
I intah ( nunty, I tah Page 5

/ Methods of Ilandijog Waste Dispostu

a ihe re<erve pil will be construtted so as not to leak, break, or allow
(Us<½nrge

b A µInsik nylon reinintted IIncr will be used, and will be a minimum of 12
mil thir kness with sulikirn! bedding felther straw or dirt) to cover any
imkm Ihe liner will overinp the pit walls and he covered with dirt and/or
tot ks to hold II In pinte. No tinsh, strnp pipe, etc., that could puncture
ihr Unet will be t\isposell of in the pit. More stringent protective
requiri nients niny he dermed necessary by the A.O.

• Hin ning ulil nul be nihmed. All 11ush will be contained in a trash cage
und 114innla nts reinmed al the end of drilling operations and hauled to an
npin oud d½posnt sight

d Afici Ib .! ¡nnduction. pinduced u.ute unter will be confined to a unlined
pli m ·tænge tank f<n a period not to etceed ninely (90) days. During the
00 sh e pel Ind. In nr. m unnet u lih N fl -2II, un application for approval of
n retmunent disposni method and h>cation, along with the required water
:.nnhuis, witi he subnutted foi the AO's approval. Failure to file an
applis othm nittun the time allowed will be consideled an incident of
unmompliame

e Ib ill anning, me to be contained and buried in the reserse pit.

i \m subs and/m chenucalk which are an integral part of the drilling
si stem udl be disposed of in the same manner as the drilHng fluid.

y \ chemical porta-tailet «d! he formshed with the drilhng rig.

h. 1 he produced Guids will be produced mto a test tank until such time as
construction of production facilities is completed Any spills of oil, gas salt
wares oi othel produced finids will be cleaned up and removed.

en22ËCO
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SURFACEUSE PI.A CONWENTIAL - TIGHT HOLE
PC & E ResourcesCoinpuny
lij3-NßState
618' FSI, and 650' FWL
SW SW Sec. 36, T9S - R190
Uintah County, Utah Page 6

8. Ancillurv Facilities

There are no airstrips, camps, or other facilities planned during the drilling of
the proposed well.

9. Well Site 1.nsont

a. The rescrie pit will be located on the south side of the location.

b. The flare pit will be located downwind of the prevailing wind direction on
the southwestside, a minimum of 100 feet from the well head and 30 feet
from the reserve pit fence.

c. The stockpiled topsoil (maximum amount available due to rocky location)
will be stored between points 2 and 3 on the east side of the location as
shown on the attached wellpad layout diagram.

d. Access to the nellpad will be from the east between Points 7 and 8 as
shown on the attached diagram.

e. See Location I ayout for orientation of rig, cross section of drill pad and
cuts and fills.

f. The location of mud tanks; reserve pit, trash cage; pipe racks; living
facilities and soil stockpiles will be shown on the Location Layout.

g. During construction, all brush will be removed from the wellpad and
access road and stockpiled separately from the topsoil.

h. AII pits n ill be fenced according to the following minimum standards:

1. 39 inch net wire shall be used with at least one strand or barbed
wire on top of the net wire (barbed wire is not necessary if pipe or
some type of reinforcement rod is attached to the top of the entire
fence).

91]IlËCO
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A ihe nel wire shull be no more than 2-inches above the ground. The
hm hed wire ahltti he 3-Inches above the net wire. Total height of
lite fence oblill be sti Irnst 42duches.

L ('ntnor µnsis almll be remented and/or braced in such a manner to
hvep the fence light ni nll times.

4 Nuntihtal sterl, wood, or pipe posts shall be used between the corner
unwes, Musinunn distance between any two posts shall be no
plenter Ihan 16 feet.

t Au who shnu be streiched, by using a stretching device, beforeit is
niinched to the twit¢r posts.

I the owne pit fencing will be on three sides during drilling operations
and 60 the hwath side when the rig moves off the location. Pits will be
h tant and nunntained until cleanup,
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SURFACE USE PLAA CONWDENTIAL - TIGHT HOLE
PG & E Resources Company
#13-36B State
618' FSL and 650' FWL
SW SW Sec. 36, T9S - R19E
Uintah County, Utah Page 8

have all fluids and hydrocarbons removed and all cans, barrels, pipe, etc.,
will be removed.

e. The appropriate surface management agency should be contacted for
required seed mixture.

Dry Hole

f. At such time as the well is plugged and abandoned, the operator shall
submit a subsequent report of abandonment and BLM will attached the
appropriate surface rehabilitation conditions of approval.

11. Surface Ownership

Access Roads - All roads are County maintained or are existing oilfield roads
located on BLM or Indian lands.

Welipad - The well pad is located on lands owned by the BIAl.

12. Other Information

a. A Class HI archeological survey has been conducted by Sagebrush
Archeological Consultants. No significant cultural resources were found
and clearance has been recommended. A copy of this report will be
submitted directly to the appropriate agencies by Sagebrush Archeological
Consultants.

b. The operator is responsible for informing all persons in the areas who are
associated with this project that they will be subject to prosecution for
knowingly disturbing historic or archaeological sites, or for collecting
artifacts. If historic or archaeological materials are uncovered during
construction, the operator is to immediately stop work that might further
disturb such materials, and contact the authorized officer (AO). Within
five working days the AO will inform the operator as to:

Permitco Incorporated
A Ntroleum Nrmilting



SURFACE USE PLA CONrwENTIAL - TIGHT HOLE
PG & E Resources Company
#13-368 State
618' FSL and 650' FWL
SW SW Sec. 36, T9S - RIVE
Uintah County, Utah Page 9

-whether the materials appear eligible for the National Register of Historic
Places;

-the mitigation measures the operator will likely have to undertake before
the site can be used (assuming in situ preservation is not necessary); and

-n time frame for the AO to complete and expedited review under 36 CFR
800.11 to confirm, titrough the State IIistoric Preservation Officer, that the
findings of the AO are correct and that mitigation is appropriate. If the
operator wishes, at any time, to relocate activities to avoid the expense of
mitigation und/or the delays associated with this process, the AO will
assume responsibility for whatever recordation and stabilization of the
ciposed materials may be required. Otherwise, the operator will be
lesponsible for mitiguuan costs. 'Ihe AO will provide technical and
plocedural guidelines for the conduct of mitigation. Upon verification
finm the AO that required mitigation has been completed, the operator
will tium he allowed to resume construction.

c. 'lhe operator will control notious needs along rights-of-way for roads,
pipelines, well sites, or other applicable facilities. A list of noxious weeds
may be obtained from the BLM. or the appropriate County Extension
Office. On III M administered land it is required that a Pesticide Use
Proposal shall be submitted, and given approsal, prior to the application
of her bicides or other pesticides or possible hazardous chemicals.

d. Drilling rigs and/or equipment used during drilling operations on this
wellsite will not be stacised or stored on Federal Lands after the conclusion
of drilling operations or at an) other time without BLM authorization.
However.if BLM authonzauon is obtained, it is only a temporary
measure.

e. A silt catchment dam and basin will be constructed according to BLM
specifications north of the location along the access road as flagged. A
cop) of the BLM speciprations, "Minimum Standards for Dams
Impounding Under 10 Acrr * ett" is attached hereto.

Perzrdico Incorporcrted
A N ro euth Wimithilü
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f. All lease and/or unit operations will be conducted in such a manner that
full compliance is made with all applicable laws, regulations, Onshore Oil

'

and Gas Orders, the approved plan of operations, and any applicable
Notice a Lessees pertaining to the use of the surface. The operator is
fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

g. A complete copy of the approved Surface Use Plan and ROW grant shall
be on location during construction of the location and drilling activities.

h. The operator or his contractor shall contact the BLM Offices at
801/789-1362 48 hours prior to construction activities.

i. The BLM Office shall be notified upon site completion prior to moving on
the drilling rig.

13. Lessee's or Operator's Representative and Certification

Permit Matters Drilling & Completion Matters
PERMITCO INC. PG & E Resources Company
Lisa L. Smith 5950 Berkshire Lane
13585 Jackson Drive Suite 600
Denver, CO 80241 Dallas, TX 75225
303/452-8888 Gary Whetstein - 214/750-3800

Mike McMican - 801/789-4573

Certification

I hereby certify that I, or persons under my direct supervision, have inspected
the proposed drillsite and access route; that I am familiar with the conditions
which presently exist; that the statements made in this plan are, to the best of
my knowledge, true and correct; and, that the work associated with the
operations proposed herein will be performed by PG & E Resources Company
and its contractors and subcontractors in conformity with the plan and the
terms and conditions under which it is approved.

Permitco Incorporated
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This statement is subject to the provisions of 18.U.S.C. 1001 for the filing of a
false statement

Julv 14. 1992 O'l ,.

Date: Usbi. Smith - PERMITCO INC.
Authorized Agent for:
PG & E Resources Company

Permitco Incorporgted
AFetroleum
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MINIMUM STANDARDS FOR DAMS IMPOUNDING UNDER 10 AC. FT.

I. Site Location and Design
A. Authorized BLM personnel shall approve site location,

fill material, foundation material, and spillway size
and location.

B. Construction shall be per attached diagram.

II. Borrow Areas
A. Borrow material shall be taken from within the

reservoir basin below high water line whenever
possible.

B. Vegetation, debris and topsoll shall be removed to a
depth of 12 inches below natural ground line and
deoosited as directed.

C. Vegetation, debris and topsoil shall be stockpiled to
be used as cover for borrow areas above the high water
line or spread on downstream side of dam.

D. Borrow areas above the high water line shall be
contoured to blend into natural ground lines.

III. Core T.ench and Dam Foundation
A. A core trench shall be constructed 12 feet wide along

the full length of the dam center line to a minimum
depth of 3 feet or bedrock.

B. Sides of the core trench shall be no steeper than 1:1
slope.

IV. Dam and Core Fill
A. Fill shall be homogeneous material, preferably of high

impervlous, compactable solls (such as high clay
content soll free of organic material, sand or rock).

B. Lifts of fill shall not exceed 6 Inches when compacted.
C. Fill shall be built up at a consistent rate the full

length of the dam.
D. Lifts shall be co.apacted by at least one pass of the

crawler tractor over the entire width of the 11ft.
E. Downstream side of the dam shall be no steeper than 2:1

slope. Upstream side of the dam shall be no steeper
than 3:1 slope.

F. Top of the dam shall be a minimum of 12 feet wide.
G. Ma×1mum water depth against the dam shall be 10 feet

when constructed w1th a crawler tractor.

V. Spillway
A. Spillway shall be constructed through natural material.
B. Sp111way shall be constructed to divert overflow away

from fill material or natural material that Is an
integral part of the dam.

C. Incorporate in-place rock or hauled-In rock in spillway
and at discnarge point below spillway to prevent "down
cutting" and "blowout" holes, when possible.

D. Construct sp111way so there 15 a minimum of 3 feet of
freeboard on the
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A Class HI Archeological Survey has been conducted by Sagebrush
Archeological Consultants. No significant cultural resources were found
and clearance has been recommended. A copy of this report will be
submitted to the appropriate agencies by Sagebrush Archeological
Consultants.

Permitco Incorporated
A Feiroleum Nrmitllng
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I¾ue No. 2 k.'Al"LANATOltY
The following additional facto arr not forth .in order to define more clearly the full purpo.so of the pro-

nbee<\ appucation:
.. e.... ..

(Uso page 4 if additional explan.htory is needed.)
The quantity of water sought to 1,)eapinoprhited is Ilmited to that which

can be benet)clally used for the pur as herein described
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POWi.Y of ALlorney, authorising eno to uct for all, should ‡ccompany the AppilcAtlan.
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APD WORKSHEET
Dimision of Oil, Gas and Mining

OPERATOR: PG & E RESOURCES COMPANY APD RECEIVFD: 07/17/92
WELL NAME: STATE 13-36É

, PI ASSIGNED: - -

LEASE TYPE: STA LEASE NUMBER: \ \, 3 \
LOCATION: 36 - TO9S - R19E UINTAN COUNTY
FIELD: UNDESIGNATED CODE: \)

RECEIVED AND/OR REVIEWED: SPACING:

Plat R649-2-3. Unit:
Bond

¯¯¯

(Number (c ) R649-3-2. 40 acre spacing.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water per it

(Number 3 b ) Board Order.
Sent to RDCC (Y/N) Cause number:

(Date: ) Date:

STIPULATIO



State of Utah
DEPARTMENTOF NATURAI.fŒSOURCES

s.umn an., DIVISIONOF Oll., GASANDMINING

July 31, 1992

PG & E Resources Company
5950 Ber ,shire Lane #600
Dallas,Toxas 75221

Gentlemen.

Re: State 13-36B Well, 618 feet from the south line, 650 feet from the west line, SW_li
SW 1/4, Section 36, Township 9 South, Ranqe 19 East, Uintah County, Utah

Pursuant to Utah Admin R 649-3-2, Location and SitingofWells and Utah Admln.
R. 649-3-4, Permitting of Wells to be Drilled, Deepened or Plugged-Back, approval to drill
the referenced well is hereby granted

)n add)Bon, lho lo))owingspecl¾e acDons are necessary to lu))ycomp)y wüh ik)s
approva)

1 Compliance with the requirements of Utah Admin R. 649-1 et seq , Oil and
Gas Conservation General Rules.

2 Notification within 24 hours after dnlling operations commence

3 Submittal of Entity Action Form, Form 8, within five working days following
commencement of dniling operations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered Dunng Dnlling, Form 7

5 Prompt notification poor to commencing operations, if necessary, to plug
and abandon ine well Notify Frank R Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or RJ Firth, Associate
Director, (Home) (801)571-6068

6 Compliance with the requirements of Utah Admin R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production



Page 2
PG & E Resources Company
State 13-368 Well
July 31, 1992

Trash and sanitary waste should be properly contained and transported to
approved disposal locations, not retained in or disposed of in pits on location or
downhole Pnor to the commencement of dniling operations, the operator should consult
the locallcounty sanitarian and/or the Department of Environmental Quality,Division of
Drinking Water/Sanitation,regarding appropriate disposal of sanitary waste.

This approval shall expire one year after date of issuance unless substantialand
continuous operation is underway or a request for an extension is made prior to the
approval expiration date The API number assigned to this well is 43-047-32320.

Sincerely,

Associate Director, Oil and Gas

Idc
Enclosures
cc: Bureau of Land Management

State Lands and Forestry
J.L. Thompson



.\ United States Department of the Interior m

RI.\UOI [A 1 L\. AGI-N1F\l

170 %outh 300 1 .nl

DEC1 4 1992 in.attt.th810mnOU 2800
UTU-69103

DMSIONOF
OILGASAMik"Alf

Tammy Searing
D1v3slon of 021, Gas and N1n1n DLL 1 1 1
355 West North Temple
Three Triad Center, Suite 350
Salt Lake City, Utah 84180-1203

Dear Ms, Searing: //J. O ;L ),)/gg
Th1s is in reference to State mineral lease ML-45173, located in U1ntah
County. PG&E Resources Company has secuted a Federal right-of-way from our
office for access to well #13-368. We have enclosed a copy of the right-of-
way document for yout Information and files.

We request that you not1fy our office of any future changes in the status of
th15 well so that our records can be updated al ' *he r18ht-of-way terminated
if necessary. Please reference our right-of-9

. =rlal number UTU-69103 in
any future correspondence concein1ng this wt iould you have anv questions
concerning this matter, please contact C1nt 'l er or our office. We thank
you fot your cooperation.

S1ncerely,

,*yf Paul Afidrews
Area Manager
Book Cliffs Resource Area

Enclosure.
As



C0tlFIDE Ïi IAL - TIGHT HOES
Form:>Gf -La

STA OF UTAH (Otherin: :ionson

DEPARTMENT OF NATURAL RESOURCES
reverse _auce

DIVISION OF OIL. GAS, AND MINING ,-ase D. .anacon an.i r:a No.

ML-45173
APPLICATION FOR PERMIT TO DRILL, DE:¯PEN, OR PLUG BACK

...
N/A

DRJll DEWEN PLLIG BACK
¯ Unit wreem,«, N re

N/A
ry•: I:stiple rarso r I.ca Name

P.m Zi.r.e Zur.e
50 800 5950 Gnire Lane, 60 State

E Resources Comoãny Dallas, TX 75221 **" ""
"e" 103/452-3888 52 Ja ¯son

DFi #13-36B
itco ne. - Agent Denver, CO 80241

won ..c.con ,.a n. .«o un -er non Pariette Bench 640
618' FIL and 650 FWL 3 - - 3-73-FD " en

"' SW SW See 36 Sec. 36, T95 - R19E
nee .n :mä na ..rat.un om e:trent on-i

·r :n.st I '. CountY 60 Parnan 1:1. State

t]L_S-2iles_5_GlLúmeLLOLikin Utah Uintãh Utah
ce ::om erato ea• . No. .af cres :ne e II. No. of acres assienei

:nn a ne-tiest to liis steil

"i .27,, .a
- 618' 640 40

oce (tom ; retentu
.or urr P.. P:oposai Jepti .0, Rotary or table tuois

¯
arest sell. irilline. ,9mn:ers i

,s..sor.on÷.22 .2. ãoorox. 2600' 7000' Rotary
- . De ::ons .Show stietner lŒ. AT. 2 f.l. Alsµrns. date unrk alfl starti

¯
1881' GR Immediately upon approv

oen so ,soes-issrisoruonno of this applicati6in.
:ite (H,o. of:e n. i. r.«or det:i-v0ebtn QuantitrofCement
12-U4" 3-6; 00'¯ 0¯šTöi sutric to circ to surf.

7-7 8" 4-
.2"

11.5= 7000' 1800 sx or suffic to circ
£6¯Œ800'

¯

minimum.

PG E Resources Company proposes to drill a weil to 7000' to test the Wasatch and Lower
Green River for,ations. If productive, casing will be run and the well completed. If
dry, the well will be plugged and abandoned as per State of Utah requirements.

See additional drillina information attached. ‡s69187s

Gote: This weil is located on State Miner

See Surface Use 31an and Water Permit attached.

t - g09

A \BuiL »Pith l£n'iluL P taPikkD It0LRit! If stoisuoi s to alaren or plus back ware ilitt on present proiluctive zote ami proposed nets pro-
aus le -ons if unto ai - so di il n daryan lirectionall) i e i.rt nent sin a in sun urface 'ucation, inri measure.] ami inte ve ical lenths. Give blunout

irriert er erneram in)

Consultant for
,¿ PG & E Resources Company 7/14/92

t' s e ce tr r i ir -t tre ofËtee sei -- -

Patnus

NOTED '"~'

im.\\ glyuse; I y Ta - th.t.
C-amurer.s i n =L ff uran

See Instructions Cn Reverse



State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355Wes1NorthTemplo

Michael()C 3 Tnad Contor Suito 350

Tod blowart
Salt i ako City Ulah 51180 1203

Fxtcutt%e Director 801 535 5340

Jamts \Ÿ Carter 801 355 3940 (Fax)

Omaion Director 801 535 5319 (TDD)

February 3, 1994

Jim LaFevers
PG & E Resources Company
6688 N Central Expressway, Suite 1000
Dallas,Texas 75206

Re. State 13-36B Well, Sec 36, T 9 S , R 19 E , Ulntah County, Utah
API No 43-047-32320

Dear Mr LaFevers·

Due to excessive time delay in commencing dniling operations, approval to dnll the
subject well is hereby rescinded, effective immediately

Please note that a new Application for Permit to Dnll must be filed with this office for
approval Œriorto the commencement of any future work on the subject location

If any previously unreported operations have been performed on this well location, it is

imperative that you notifythe Division of Oil, Gas and Mining immedlately.

S rely,

Don Staley
Administrative Supervisor
Oil and Gas

DME/ldc
cc RJ Firth

Well file
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